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Foreword 



rd , 



This Technical Specification (TS) has been produced by the 3 Generation Partnership Project (3GPP). 

The contents of the present document are subject to continuing work within the TSG and may change following formal 
TSG approval. Should the TSG modify the contents of the present document, it will be re-released by the TSG with an 
identifying change of release date and an increase in version number as follows: 

Version x.y.z 

where: 

X the first digit: 

1 presented to TSG for information; 

2 presented to TSG for approval; 

3 or greater indicates TSG approved document under change control. 

y the second digit is incremented for all changes of substance, i.e. technical enhancements, corrections, 
updates, etc. 

z the third digit is incremented when editorial only changes have been incorporated in the document. 



Introduction 

The present document is part 2 of a multi-parts TS: 

3GPP TS 34.121-1 [20]: User Equipment (UE) conformance specification; Radio transmission and reception 
(FDD); Part 1: Conformance specification. 

3GPP TS 34.121-2: User Equipment (UE) conformance specification; Radio transmission and reception 
(FDD); Part 2: Implementation Conformance Statement (ICS). 

NOTE: TS 34.121 has been converted to multipart TS with version 7.0.0. Previous versions are a single part 
standard 34.121. 
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1 Scope 



The present document provides the Implementation Conformance Statement (ICS) proforma for 3^^ Generation User 
Equipment (UE), in compHance with the relevant requirements, and in accordance with the relevant guidance given in 
ISO/IEC 9646-7 [2] and ETS 300 406 [3]. 

The present document also specifies a recommended applicability statement for the test cases included in TS 34.121-1. 
These applicability statements are based on the features implemented in the UE. 

Special conformance testing functions can be found in 3GPP TS 34.109 [19] and the common test environments are 
included in 3GPP TS 34.108 [18] and 3GPP TS 36.508 [29]. 

The present document is valid for UE implemented according to 3 GPP releases starting from Release 99 up to the 
Release indicated on the cover page of the present document. 



References 



The following documents contain provisions which, through reference in this text, constitute provisions of the present 
document. 

• References are either specific (identified by date of publication, edition number, version number, etc.) or 
non-specific. 

• For a specific reference, subsequent revisions do not apply. 

• For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including 
a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same 
Release as the present document. 

- For a Release 1999 UE, references to 3GPP documents are to version 3.x.y, when available. 

- For a Release 4 UE, references to 3GPP documents are to version 4.x.y, when available. 

- For a Release 5 UE, references to 3GPP documents are to version 5.x.y, when available. 

- For a Release 6 UE, references to 3GPP documents are to version 6.x.y, when available. 

- For a Release 7 UE, references to 3GPP documents are to version 7.x.y, when available. 

- For a Release 8 UE, references to 3GPP documents are to version 8.x.y, when available. 

- For a Release 9 UE, references to 3GPP documents are to version 9.x.y, when available. 

[1] to [29] (void) 

[30] 3GPP TS 34.121-2 Release 10: " User Equipment (UE) conformance specification; Radio 

transmission and reception (FDD); Part 2: Implementation Conformance Statement (ICS)". 



Definitions and abbreviations 



Void 



4 Recommended test case applicability 

The requirements of the present document are provided in 3GPP TS 34.121-2 Release 10 [30]. 
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Annex A to B; 
Void 
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Correction to 34.121-2: Introduction of FDD Band X 
(Extended UMTS 1.7/2.1 GHz) for transmitter and receiver 
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0014 
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Correction to title for MBMS RRM TC 8.3.6.3 
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0018 




CR to 34.121-2:lntroduction of test case UE Transitted 
Power (Rel-5 and later) 
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Addition of informative Annex for FDD/GSM band 
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Correction to TC 9.4.2A applicability 
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7.6.0 
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0024 
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9.1.0 


9.2.0 


R5-1 04385 


RP-49 


RP-1 0081 2 


0083 


- 


34121-2 General update to add-E-UTRA TCs applicability 
and editorials 


F 


9.1.0 


9.2.0 


R5-1 04838 


RP-49 


RP-1 00808 


0084 


- 


Correction 34.121-2 TC7.8.1 add test 2 


F 


9.1.0 


9.2.0 


R5-1 04841 


RP-49 


RP-1 00811 


0085 


- 


Applicability for TC 5.4.4A (out of synch handling / RX 
diversity) 


F 


9.1.0 


9.2.0 


R5-1 04842 


RP-49 


RP-1 00808 


0086 


- 


34.121-2 Correction to the applicability of test case 
9.2.1 F, 9.2.1 J,9.2.2D, and 9.2.3D 


F 


9.1.0 


9.2.0 


R5-1 04858 


RP-50 


RP-1 01 146 


0087 


- 


Applicability change to TC 9.3. 7A and 9.3. 7B in TS 
34.121-2 


F 


9.2.0 


9.3.0 


R5-106415 


RP-50 


RP-1 01 160 


0088 


- 


Update of applicability of legacy HSDPA performance test 
cases for UE HS-DSCH Physical Layer category 25 to 28 


F 


9.2.0 


9.3.0 


R5-1 06838 


RP-51 


RP-1 101 55 


0089 


- 


Correction to the conditions on C_RF28 and C_RF33 to 
include category 7 of HSUPA 


F 


9.3.0 


9.4.0 


R5-110135 


RP-51 


RP-1 101 55 


0090 


- 


Clarification of CQI reporting requirement applicability 


F 


9.3.0 


9.4.0 


R5-1 10465 


RP-51 


RP-1 101 77 


0091 


- 


Update to 34.121-2 


F 


9.3.0 


9.4.0 


R5-1 10659 


RP-51 


RP-1 101 55 


0093 




Change the reference document of item A.7/18 for 
'Support of F-DPCH'. 


F 


9.3.0 


9.4.0 


R5-1 10857 


RP-51 


RP-1 101 55 


0092 


- 


Applicability for features not supported in all supporter 
bands 


F 


9.3.0 


9.4.0 


R5-1 10922 


RP-52 


RP-1 10652 


0094 


- 


Correction to Band XII frequency range in 34.121-2 


F 


9.4.0 


9.5.0 


R5-112134 


RP-52 


RP-1 10643 


0095 


- 


Applicability changes to TC 8.7.10 - 8.7.13 


F 


9.4.0 


9.5.0 


R5-1 12201 


RP-52 


RP-1 10667 


0096 


- 


Addition of DB-DC-HSDPA into 34.121-2 


F 


9.4.0 


9.5.0 


R5-1 12848 


RP-52 


RP-1 10638 


0097 


- 


Reduction of duplicated tests for DC-HSDPA capable UE's 
in 34.121-2 


F 


9.4.0 


9.5.0 


R5-1 12869 


RP-53 


RP-1 11 134 


0098 


- 


Modification of the table A.1 1 in 34.121 


F 


9.5.0 


9.6.0 


R5-113149 


RP-53 


RP-1 11 149 


0099 


- 


Correction to the DB-DC test cases applicability of 34.121- 
2 


F 


9.5.0 


9.6.0 


R5-1 14030 


RP-53 


RP-1 11 150 


0100 


- 


Adding recommended test case applicability for DC- 
HSUPA test cases into 34.121-2 


F 


9.5.0 


9.6.0 


R5-1 14083 


RP-53 


RP-1 11 154 


0101 


- 


Introduction of applicability of HS-SCCH Type 3 
Performance Single Stream restriction test 


F 


9.5.0 


9.6.0 


R5-1 14090 


RP-53 


RP-1 11 146 


0102 


- 


Addition of applicability for new test case of system 
information acquisition for CSG cell 


F 


9.5.0 


9.6.0 


R5-114107 


RP-54 


RP-1 11 584 


0105 


- 


Removal of technical content in 34.121-2 v9.6.0 and 
substitution with pointer to the next Release 


F 


9.6.0 


9.7.0 


R5-1 15087 
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